
MED-IDE-CX for IDE HD

HTDLINK Technology

Specification
1.Operating Temperatures -40°C to +85°C
2.Power Supply Voltage +5V, +12V
3.Physical Size : 14.8cm x 4.2cm x 19.9cm
4.Case material : Plastic
5.Internal Interface : IDE

1.All operating systems
2.Ultra ATA (Ultra DMA) 66/100/133 (66MByte/sec,100MByte/sec, 133MByte/sec) compliant hard 
   disk drive.
3.Motherboard with standard IDE interface.
4.Does NOT support ATAPI devices such as CD-ROM, CD-R, CD-RW, DVD-ROM or DVD-RW.

System requirment

Disk protection
1.Full disk encryption include all file format.
2.The management encryption device works with the 
   right E-key, If the right E-key hasn't plug into the 
   device, anyone could not find out the hard drive from 
   the PC. The hard drive always keep in the highest 
   security situation.

1.NIST and CSE certified hardware DES/TDES cryptographic engine delivers significant 
   performance improvement over traditional software disk encryption software.
2.Offers strong hardware based security to protect the critical "data at rest".
3.Eliminates entirely platform dependency.
4.Real-time automatic transparent cryptographic operations.
5.1.1Gbit/sec cryptographic engine design to meet Ultra ATA mode 6 (133MB/sec) burst mode.
6.ATA-6 Interface Compliant.
7.Supports PIO modes 0 to 4 and Ultra ATA modes 0 to 6.
8.Supports 48-bit LBA addressing.
9.Avoid key copy function.
10.Print out log in information interface.
11. Device is independent and don't need any operation system.
12. Device is avoid virus to intrude.
13. LCM back light display.
14.Easy to install to desk top PC, don't need any software control program.

Features

Protect Your Data
      Secure Your Assets
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